
CONSOLE EN FONTE / CAST IRON BRACKET
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LAURENTINE

Fabriquée en fonte et protégée par une peinture polyester, la console 

Laurentine présente un tube de section ronde et des décorations 

denses et sophistiquées. 

•  Existe en version murale ou sur rehausse (voir p.242) pour mâts 

Ø60, Ø75 et Ø89 (autres diamètres nous consulter)

•  Pour luminaires portés (raccord 3/4" GAZ mâle) ou suspendus 

(raccord 3/4" GAZ femelle)

•  Accessoires décoratifs disponibles en option suivant le diamètre 

de la rehausse

DES FORMES SOPHISTIQUÉES

Made of cast iron and protected by polyester paint, the Laurentine 

bracket is comprised of a round section tube with dense and 

sophisticated decorations.

•  Available in a wall-mounted version or on a pole extension (see 

p.242) for Ø60,  Ø75 and Ø89 masts (consult us for other diameters)

•  For post-top luminaires (3/4" BSPT male coupling) or suspended 

luminaires (3/4" BSPT female coupling)

•  Decorative accessories available as options, depending on the 

diameter of the pole extension

SOPHISTICATED SHAPES

CONSOLES ORNEMENTALES
ORNAMENTAL BRACKETS

DIMENSIONS (mm)
/ DIMENSIONS (mm)

LAURENTINE

Réf. / Ref. 50

A (Saillie / Overhanging) 460

B (Patin / Support) 280

C (Entre-axes / Center to center) 220

D (Passage câble / Cable Passage) 45
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